
Modern Buildings Need 
LINOLEUM 



i m /hether the flooring need is for color and design, or durability, or 
* * quietness, or cleanliness, or economy, you can always find your 
answer in high quality Sloane-Blabon Linoleum. Modern buildings 
—whether they be private residences, institutions or public offices 
—do need linoleum. For this material meets every flooring need. 
As you examine the new Sloane-Blabon patterns on the following 
pages, you will note that there is a type of color and design avail- 
able for any installation. Whether you wish a floor which will 
heighten the motif you have selected, or a floor which will dic- 
tate the decoration of the room, your choice is stimulated by the 
representative patterns on these pages. 

Where your floor must resist heavy foot traffic, Sloane-Blabon 
Linoleum gives you lasting durability. Where the problem is one 
of quietness or cleanliness, or both, Sloane-Blabon Linoleum offers 
you a surface which is resilient and sound-absorbing and, because 
it is factory- waxed, permanently clean with a minimum of care. 
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RECOMMENDED USES 



For offices, corridors, assembly rooms, 
hospitals, public buildings, libraries, and 
similar "extreme wear" floor areas. 



For offices and residences, especially where 
special designs are desired. 



For same uses as for Battleship, but where 
more decorative effect is wanted; also, for 
background for rugs. 

For stores, churches, hospitals, hotels, 
and other areas desiring hand-laid tile 
effects that have swankiness and snap. 

For churches, libraries, schools, and other 
"extreme quiet" areas. 

For smart shops, stores, galleries, private 
offices, reception rooms, etc., and resi- 
dences where floor must harmonize with 
general decorative plan. 

Same as above. 

Same as above. 

For all commercial and residential installa- 
tions where the design is "custom built." 



Stylish clothes need stylish surroundings . So Bond Clothes, 
New York, start at the floor with shades of Marble tone Inlaid 
Linoleum. It s coin fort able, restful, and non-slippery, too. 



TYPES, THICKNESSES AND HUMUS AVAILABLE 



BATTLESHIP LINOLEUM: (made tori gid specifications, U.S. Gov't): 6 m.m — 
Brown only, 3/16" (4.76 m.m.) — Brown, Green, Gray, Terra Cotta, 
Black, Havana Brown, Antique Mahogany; ] 8" (318 m.m.) — Brown, 
Green, Gray, Terra Cotta, Black 

PLAIN LINOLEUM: 1/8" (3.18 m.m.)— Ocean Green, Regal Blue, Clear 
White, Sunshine Yellow, Flame Orange, Burgundy Red, Imperial Blue, 
Cavalier Red, Havana Brown, Antique Mahogany ; Standard (1.91 m.m.) 
— Brown, Green, Gray, Black, Ocean Green, Regal Blue, Clear White, 
Sunshine Yellow, Flame Orange, Burgundy Red, Imperial Blue, Cava- 
lier Red, Havana Brown, Antique Mahogany 

JASPE LINOLEUM: 3 16" (4.76 m.m.), 1/8" (3.18 m.m.)— Brown, Copper 
Rust, Gray, Green, Ascot Blue, Sand, Sable 



t'USTOMIIILT LINOLEUM TILEx 3 16" Plain, Marbleizcd; 18" Plain, Mar- 
bleized 



l-OHK CAIIPET: 1/4" (6.35 m.m.)— Brown, Green 



MAHRLETONE INLAIII LINOLEUM: ' all-over" marbleization designs; Heavy 
— 18" (3.18 m.m.); Medium— (2.40 m.m.); Standard— (1.91 m.m.); 
heavy gauges best suited for contract work; lighter gauges best suited 
for residential work 

STRAIGHTLINE ANII EMIIOSSEII INLAIII LINOLEUM: variety of designs and col- 
ors; Heavy — 1/8" (3.18 m.m.); Medium — (Straightline only), (2.40 
m.m.) Standard — (1.91 m.m.) 

STRAIGHTLINE INLAIII LINOFLOft: variety of designs and colors;(2.00 m.m.) 

FEATURE STItIP INLAIII LINOLEUM IIOIIIIEIIS: a one-piece border with three 
feature strips; variety of designs and colors; Standard — (1.91 m.m.) 



Heavy Marbletone Inlaid adorns the Moose Lodge at Oakland, 
Cat.; note the moose head inset in plain brown, with white 
eye and circles of burgundy red. A delightful installation . 



Morffvsf Cost 

Although slightly higher in initial cost 
than some other floor materials, lino- 
leum has such superior wearing quali- 
ties that, over a period of years, it 
definitely costs less. Repairs are prac- 
tically unnecessary and maintenance 
costs are exceedingly low. 

One reason why it is wise to specify 
"Sloane-Blabon" when you choose 
linoleum is that this company has been 
in the business of manufacturing, dis- 
tributing and selling linoleum and 
other floor coverings for 96 years. This 
signifies a prestige honestly earned. 
And it indicates an experience which 
can stand the buyer in good stead. For 
instance, the factory-waxing, men- 
tioned on page 2, gives Sloane-Blabon 
Linoleum a durable, lovely surface 
which becomes even more lustrous with 
age and which always retains its resil- 
iency. Experience alone can offer "ex- 
tras" such as this. Sloane-Blabon offers 
you the guarantee of that experience. 
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MAHHLETUNE INLAID LINOLEUM 




Heavy Gauge . . No. 824 Heavy Gauge . . No. 811 

Medium Gauge . No. 924 Medium Gauge . No. 911 

Standard Gauge . No. 418 Standard Gauge . No. 391 




Heavy Gauge . . No. 82 5 Heavy Gauge . . No. 823 

Medium Gauge . No. 92 5 Medium Gauge . No. 923 

Standard Gauge . No. 422 Standard Gauge . No. 420 




Standard Gauge . No. 380 




Heavy Gauge . . No. 815 
Medium Gauge . No. 915 
Standard Gauge . No. 397 




Heavy Gauge . . No. 817 
Medium Gauge . No. 917 
Standard Gauge . No. 402 




Heavy Gauge . . No. 8 1 3 
Medium Gauge . No. 913 
Standard Gauge . No. 393 







SLOANE- 
BLABON 
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BATTLESHIP AMI PLAIN LINOLEUM 




BROWN 



6MM, Y% " and Standard Gauges 




OCEAN GREEN 



HAVANA BROWN 



CLEAR WHITE 



CAVALIER RED 



JET BLACK 



Y%" and Standard Gauges 




", 3^8 " a °d Standard Gauges 



y%" and Standard Gauges 




J/g" and Standard Gauges 




V\<?! '» Y% an d Standard Gauges 



TERRA COTTA 



GRAY 



FLAME ORANGE 



GREEN 



IMPERIAL BLUE 



u 

67 




V^' and y Gauges 




"W> y% an d Standard Gauges 




J/g" and Standard Gauges 




'» a °d Standard Gauges 




J/g" and Standard Gauges 



SUNSHINE YELLOW 



SLOANE- 
BLABON 

&*> c* 



y r and Standard Gauges 
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JASPE LINOLEUM 




BROWN ASCOT BLUE GREEN SABLE 

and Y%" Gauges Ys" Gauge an d %" Gauges and y%" Gauges 




CUST0MB1LT LINOLEUM TILE 



jj 
67 










BLEACHED MAHOGANY No. 260 
3 /f 6 " and y Gauges 



FOREST GREEN No. 266 
Vis and 3^8 " Gauges 



WHITE MARBLE No. 263 
and 3^'' Gauges 



FRENCH BLUE No. 267 
and y B " Gauges 




SILVER GRAY No. 261 GOLDEN OAK No. 262 BLACK MARBLE No. 265 INDIAN RED No. 264 

3 /f 6 " and y Gauges V\§ and y Gauges %>" and y Gauges V^' and y Gauges 




BEAVER BROWN No. 263 LIGHT BLUE No. 207 BROWN No. 202 WHITE No. 203 

S/fe" and y Gauges S/fg" and y Gauges S/fg" and y Gauges anc j y Gauges 




BLACK No. 205 RED No. 204 GREEN No. 206 TAN No. 200 

3/f 6 " and }/g" Gauges and y Gauges and y Gauges and y Gauges 





DARK BLUE No. 208 
3 /f 6 " and y Gauges 



GRAY No. 201 
3 /f 6 " and y Gauges 



SLOANE- 
BLABON 



(7| 



Rich tans, browns and reds of Sloane-Blabon Embossed In- 
laid Linoleum harmonize with tan cowhide walls, chromium 
binding, the mirrored fireplace and the colorful furnishings. 



SLOANE- 
BLABON 



White linoleum dictates the atmosphere of this lovely modern 
nursery and offers quietness, cleanliness and a non-slippery sur- 
face for toddling baby feet. It can be done with Sloane-Blabon. 



Specifications For Suspended Concrete Subfloors 



The linoleum contractor shall furnish and in- 
stall the materials hereinafter specified on the 
floor areas as follows: 

MATERIALS — Linoleum : The linoleum used to 
be Sloane-Blabon Waxed Finish and shall be 
delivered on the job in full rolls, and shall 
conform to Federal Specifications, applicable 
to each grade. Every roll must be marked with 
the maker's name and the grade of the lino- 
leum. This material shall be subjected to a 
temperature of 70° F. for at least twenty-four 
hours before installation. 
ADHESIVE— The adhesive shall be linoleum 
paste as manufactured by Sloane-Blabon or its 
approved equal. 

Sllllll mill CONDITION— The concrete subfloor 
shall be furnished to the linoleum contractor 
broom clean and satisfactorily dry. The surface 
shall be smooth, even troweled cement finish. 
Where expansion joints are present, the joints 
shall be filled in by the linoleum contractor 
with plaster of paris or other suitable material 
so that no marks will show through the sur- 
face of the linoleum. Installation should not 
proceed until an adequate test is made to 
assure that the floors are free from moisture 
or a written release obtained from the owner 
or contractor. 

APPLICATION OF MATEHIALS— On the subfloor 
thus prepared the linoleum shall be cut to fit 
the room accurately and neatly and shall be 
laid so as to have a minimum of seams. At 
junctions with vertical surfaces linoleum shall 
be carefully scribed so as to form a tight joint 
at these points. Allowance shall be made for 
from 1/2 to 3/4-in. lap at all seams for double 



cutting where Battleship, Plains, Jaspes and 
all-over marble patterns are used. (See note for 
pattern goods). The entire body of the lino- 
leum shall then be secured to the concrete sub- 
floor using Sloane-Blabon Linoleum Paste, and 
shall immediately be rolled from the center 
out, with a linoleum roller, weighing 150 lbs., 
to assure complete adhesion and to remove all 
air bubbles. 

After the body of the linoleum has thus 
been adhered to the subfloor with the seams 
properly lapped, the seams shall be cut through 
the two thicknesses. The edges of the lino- 
leum shall then be embedded into the adhesive 
and thoroughly rolled to assure a tight, even 
workmanlike seam. 

All seams and edges shall be thoroughly 
weighted down with sand bags to secure proper 
adhesion. 

Where cross seams in linoleum are necessary, 
the linoleum should be lapped after pasting to 
within approximately 6 in. of where the seam 
is to be made. After the pasted area has been 
thoroughly rolled, the linoleum should be left 
in this lapped condition for at least an hour to 
permit any shrinkage, likely to occur. Paste 
should then be applied under the lapped lino- 
leum and cut, using a straightedge, through 
both thicknesses. In pasting and removing the 
excess linoleum, any tendency toward excessive 
bending of the linoleum should be avoided. 

NOTE: Specifications for Cutting Seams. 
Where Pattern Goods are to be Installed. 

Method A.The seams shall be only slightly 
lapped (not more than 3/16 in.). The edge of 
the upper sheet shall be used as a guide for 



cutting the lower sheet in order to secure 
tight and sightly seams. 

Method B. (Alternate.) The sheets of lino- 
leum shall be butted together in continuous 
contact between succeeding sheets and shall 
be secured by the removal of all high points 
along the butt edges of the linoleum with a 
block plane or other tool. 

Either one of these two methods is nec- 
essary for the application of pattern goods in 
order that distortion of the pattern does not 
occur when the job is completed. 

I ll \\l\i; II F LINOLEUM— The linoleum con 
tractors shall remove all paste spots with a 
damp cloth, leaving the floor broom clean and 
in good condition. 

PROTECTION— After the linoleum floors have 
been inspected and approved, the general con- 
tractor shall cover the linoleum with heavy 
paper in rooms where painting or other work 
is to be done, as a protection until the building 
is ready for occupancy. 

LIGHTING, HEATINIi, HOISTING #NII POWEH 

— Without cost to the linoleum contractor, 
the owner or general contractor shall main- 
tain a temperature of at least 70° F. during the 
time the linoleum work is being done; he shall 
light the rooms sufficiently for efficient work; 
he shall furnish hoisting service; he shall fur- 
nish the necessary electrical power to clean 
and polish the floor. 

IHIAILANTEt— The linoleum contractor shall 
guarantee the floor against all defects in ma- 
terial and workmanship for one year from date 
of completion of the job. 
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Here you u itness how a large inset circle within the field of a 
Sloane-Blabon Floor gives added si%t to a small bar; a good 
hint for hotels that want to take advantage of limited space. 



SLOANE- 
BLABON 



In Good Housekeeping Institutes "House of the Month" you 
are introduced into an immaculate kitchen with Sloane-Blabon 
Marbletone Linoleum Floor and Havana Brown feature strip. 



Specifications For Suspended Wood Subfloors 



The linoleum contractor shall furnish and in- 
stall the materials hereinafter specified on all 
wood subfloor areas as follows: 

MATERIALS — Linoleum: The linoleum used to 
be Sloane-Blabon Waxed Finish and shall be 
delivered on the job in full rolls, and shall 
conform to Federal Specifications, applicable 
to each grade. Every roll must be marked with 
the maker's name and grade of the linoleum. 
This material shall be subjected to a continu- 
ous temperature of 70° F. for at least 24 hours 
before installation. 

LINING FELT — The felt shall be either unsatu- 
rated lining felt, or asphalt saturated lining 
felt. The unsaturated lining felt shall weigh 
approximately 1 lb. per sq. yd. The saturated 
felt shall have a minimum weight of approxi- 
mately l l A lbs. per sq. yd. Both saturated and 
unsaturated lining felt should be of a make as 
recommended by the manufacturer of the lino- 
leum used. 

ADHESIVE— The adhesive for adhering the lin- 
ing felt to the wood floor as well as the lino- 
leum to the lining felt shall be linoleum paste 
as manufactured by Sloane-Blabon or its ap- 
proved equal. 

SlIHFLOmt CONDITION— The suspended wood 
base (if new) shall be furnished and installed 
by another contractor. This wood base shall 

be brought up to a surface below the 

finished floor level, and shall consist of thor- 
oughly dry and well seasoned tongue and 
grooved lumber not more than 4 in. wide, pref- 
erably laid diagonally and toe nailed with 
about 1/32-in. joints close but not driven tight. 



On old suspended wood subfloors the loose, 
defective or badly worn boards shall be re- 
placed and securely nailed. Any unevenness in 
the boards shall be planed or sanded, smooth 
and even and cracks filled. This work shall be 
done by another contractor. 

APPLICATION OF M ATE II I A LS — On the wood 
subbase thus prepared there shall be installed 
1 lb. unsaturated felt or 13^ lb. saturated felt, 
which shall be securely adhered to the base 
with Sloane-Blabon Linoleum Paste. It is pref- 
erable to lay the lining felt so that the length 
of the maternal will run across the boards. The 
felt is to be laid with carefully butted joints- 
all cross joints to be staggered. The felt shall 
be carefully cut to fit all vertical surfaces and 
shall be applied to the floor with Sloane- 
Blabon Linoleum Paste. The felt shall be 
thoroughly rolled into the adhesive with a 
linoleum roller weighing 150 lbs. 

Over the felt lining thus completed apply 
Sloane-Blabon Linoleum which shall be cut to 
cover the area with the fewest possible seams. 
In those cases where it is economical to lay 
the lengths of the linoleum parallel with the 
lengths of the felt, care should be taken to 
avoid having the seams of the linoleum fall 
directly over the seams of the felt. 

At junctions with vertical surfaces the lino- 
leum shall be carefully scribed so as to form a 
tight joint at these points. Allowance shall 
be made for 1/2 to 3/4-in. lap at seams for 
double cutting where Battleship, Plains, Jaspes 
and all-over marble patterns are used (see note 
for pattern goods). 

The entire body of the linoleum shall then 



be secured to the felt, using Sloane-Blabon 
Linoleum Paste and shall immediately be rolled 
from the center out with the linoleum roller 
to assure complete adhesion and to remove all 
air bubbles. 

After the body of the linoleum has thus been 
adhered to the subfloor with the seams prop- 
erly lapped, the seams shall be cut through the 
two thicknesses. The edges of the linoleum 
shall then be embedded into the adhesive and 
thoroughly rolled to assure a tight, even work- 
manlike seam. All seams and edges shall be 
thoroughly weigh tcxl down with sand bags to 
secure proper adhesion. 

Where cross seams in linoleum are necessary, 
the linoleum should be lapped after pasting to 
within approximately 6 in. of where the seam 
is to be made. After the pasted area has been 
thoroughly rolled, the linoleum should be left 
in this lapped condition for at least an hour to 
permit any shrinkage, likely to occur. Paste 
should then be applied under the lapped lino- 
leum and cut, using a straightedge, through 
both thicknesses. In pasting and removing the 
excess linoleum, any tendency toward excessive 
bending of the linoleum should be avoided. 

NOTE: Specifications for Cutting Seams. 
Where Pattern Goods are to be Installed. 

Method A. The seams shall be only slightly 
lapped (not more than 3/16 in.). The edge 
of the upper sheet shall be used as a guide 
for cutting the lower sheet in order to secure 
a tight and sightly seam. 

Method B. (Alternate.) The sheets of lino- 
leum shall be butted together in continuous 
contact between succeeding sheets and shall 
(continued on next page) 
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(continued from preceding page) 
be secured by the removal of all high points 
along the butt edges of the linoleum with a 
block plane or other tool. 

Either one of these two methods is nec- 
essary for the application of pattern goods 
in order that distortion of the pattern does 
not occur when the job is completed. 

CLEANING I1F LINOLEUM— The linoleum con- 
tractor shall remove all paste spots with a 
damp cloth, leaving the floor broom clean and 
in good condition. 

I'HOTEITION — After the linoleum floors have 
been inspected and approved, the general con- 
tractor shall cover the linoleum with heavy 
paper in rooms where painting or other work 
is to be done, as a protection until the building 
is ready for occupancy. 

LIGHTING, HEATING, HOISTING nil POUEII 

W ithout cost to the linoleum contractor, 
the owner or general contractor shall main- 
tain a temperature of at least 70° F. during 
the time the linoleum work is being done; he 



shall light the rooms sufficiently for efficient 
work; he shall furnish hoisting service; he 
shall furnish the necessary power to clean and 
polish the floor. 

GUARANTEE — The linoleum contractor shall 
guarantee the floor against all defects in ma- 
terial and workmanship for one year from date 
of the completion of the job. 

In addition Sloane-Blabon Linoleums have 
always been guaranteed to be made of the best 
raw materials and of a quality and finish to 
meet the highest standards. Through author- 
ized contractors, selected for the quality and 
excellence of their installations, we are now 
prepared to guarantee the owner of a Sloane- 
Blabon Linoleum floor that not only is the 
material of highest quality (in excess of United 
States Government requirements) but that it 
has been properlv installed in accordance with 
Sloane-Blabon Specifications and in a work- 
manlike manner. 

The term of the Guarantee varies according 
to the thickness of the linoleum used. 



Only perfect merchandise carries this con- 
sumer protection. Backed by Sloane-Blabon 
Corporation and W. & J. Sloane Selling Agents, 
Inc., these Finished Floor Service Guarantees 
represent thorough protection to the consumer. 

• • • 

SPEl'IFICATIIINS FOR 
LINOLEUM TILE 

For W nod and Concrete Subfloors 

All tile shall be of good durable quality, thor- 
oughly seasoned and accurately cut. The lines 
between the tiles shall be straight so as to 
preserve the symmetry of the design. All bor- 
ders shall follow the line of permanent fixtures. 
The width of borders may vary to allow for 
variations in the dimensions of the rooms, size 
of tile, and designs selected. The tile or border 
shall butt against the base and plinth blocks, 
which shall be carried down to the floor level. 
The surface of the finished tile floor shall be 
cleaned and buffed and the floor shall be left 
smooth and in good condition. 



ESSENTIAL HUMS TO WATl'H WHEN LINOLEUM IS IIEINU I XIII 



These are important points for an architect to 
bear in mind in preparing specifications. For 
convenience, therefore, they are given separately 
from the detailed specifications which follow: 

(1) STORING OF LINOLEUM ON THE JOB— 
Linoleum should be stored in a dry place in an 
upright position, in a temperature of at least 
70 degrees for 24 hours previous to using. 

(2) UNPACKING LINOLEUM — Light, heat and 
power sufficient for efficient work shall be 
furnished by the general contractor, so that 
the linoleum contractor can do his work prop- 
erly and without cost to the latter. In unpack- 
ing linoleum it is essential that it be done in a 
temperature of at least 70 degrees. 



(3) FLOOH I'll MM I KIN — It is most essential 
that the floors be absolutely dry, clean and 
level to insure proper installation of linoleum. 
The presence of moisture, oil, paint, etc., 
will prevent proper adhesion of linoleum to 
underfloor. 

(4) INSTALLING LINOLEUM— A. On concrete 
subfloors linoleum is installed direct to con- 
crete underfloor using linoleum paste through- 
out as the adhesive. 

B. On wood subfloors an interliner of felt 
weighing 1 lb. per sq. yd. is first installed on 
wood floors. In both installation of felt and 
linoleum, the adhesive is linoleum paste. 



C. Floors on Grade — Unless floors are thor- 
oughly dampproof and absolutely dry, lino- 
leum should not be installed on floors in con- 
tact with earth on or below grade. 

(5) AOHESIVES — Linoleum paste is used 
throughoutfor all installations, whether direct 
to concrete or with felt interliner on wood floors . 

On floors of marble, terrazzo, steel, etc., a 
linoleum cement adhesive is used. 

(H) WOKKMANSHIP— The linoleum contractor 
shall furnish competent labor thoroughly 
trained in the laying of linoleum. 



TABLE OF WIDTHS, RAUtiES AND WEIGHTS 



Grades 


Width 


Approx. 
thickness 


Gauge 


Approx. 
sq. yds. 
per roll 


Approx. 
wt. per 
sq. ft. 


Battleship Linoleum — Waxed Finish 












6 m.m. — U.S.N. Standard 


6 ft. 


15/64-in. 


6.00 m.m. 


60 


1.45 


3/16-in— U.S.N. Standard 


6 ft. 


3/16-in. 


4.76 m.m. 


60 


1.17 


1/8-in.— U.S.N. Standard 


6 ft. 


1/8-in. 


3.18 m.m. 


60 


0.80 


Plain Linoleum — Waxed Finish 














6 ft. 


5/64-in. 


1.91 m.m. 


60 


0.53 


Jaspe Linoleum — Waxed Finish 








3/16-in 


6 ft. 


3/16-in. 


4.76 m.m. 


60 


1.17 


1/8-in 


6 ft. 


1/8-in. 


3.18 m.m. 


60 


0.80 


Cork Carpet 










0.95 


1/4-in 


6 ft. 


1/4-in. 


6.35 m.m. 


60 


Custombilt Linoleum Tile 












3/16-in 




3/16-in. 


4.76 m.m. 




1.25 


1/8-in 




1/8-in. 


3.18 m.m. 




1.00 


Marbletone Inlaid Linoleum — Waxed Finish 












Heavv 1/8-in 


6 ft. 


1/8-in. 


3.18 m.m. 


60 


0.92 


Medium 


6 ft. 


3/32-in. 


2.40 m.m. 


60 


0.72 


Standard 


6 ft. 


5/64-in. 


1.91 m.m. 


60 


0.56 


Straightline Inlaid Linoleum — Waxed Finish 










0.92 


Heavy 1/8-in 


6 ft. 


1/8-in. 


3.18 m.m. 


60 




6 ft. 


3/32-in. 


2.40 m.m. 


60 


0.72 




6 ft. 


5/64-in. 


1.91 m.m. 


60 


0.56 


Linoflor — Waxed Finish 

Straightline Inlaid Linotlor 




5/64-in. 


2.00 m.m. 


60 
90 


0.50 
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BRIEF 
SI'M IMf \l MI\S 

Where brief specifications are desired the fol- 
lowing will meet requirements: 

Furnish and install Sloane-Blabon Wax Fin- 
ish Linoleum as listed below. 

Designate gauge and color, or pattern as the 
case may be, and the areas to be covered. 

Linoleum to be installed in accordance with 
Sloane-Blabon standard specifications, shown 
in Sweet's Catalog. 

MAINTENANCE 
SPECIFICATIONS 

Linoleum protected by the famous Sloane- 
Blabon Waxed Finish is practically impervious 
to dirt, stains, etc. The wax thoroughly fills 



the pores of the composition, sealing the sur- 
face, and at the same time acts as a preservative 
for the linoleum. 

The most economical and practical method 
of maintaining these floors is by simple brush- 
ing or dry mopping, supplemented by an occa- 
sional application of a standard brand of floor 
wax. A thin film of wax should be allowed 
to dry for 20 to 30 minutes. 

Under normal conditions it will be seldom 
necessary to scrub linoleum with soap and 
water. At such times, a mild household soap is 
recommended as strong soaps and cleansing 
agents will ruin a linoleum floor. Too much 
wash water should be avoided as it may even- 
tually damage the linoleum. 

Too much weight concentrated on a given 
spot may mar the appearance or damage the 
face of your Sloane-Blabon Floor. Equip all 
desks, chairs, tables, etc., with sliding casters 
having a bearing surface of at least 1 3^2 to 2 in. 



in diameter. Any hardware store can furnish 
you with these casters and with glass or hake- 
lite furniture rests. 



ARCHITECTS' SERVICE 
DEPARTMENT 

It has been the privilege of Sloane-Blabon 
Corporation as floor covering manufacturers 
to cooperate with architects and contractors 
in solving their floor covering problems for 
many years. Architects and contractors are 
invited to use this service freely. It is rendered 
without cost or obligation. May we suggest 
that you address your inquiries to: Sloane- 
Blabon Corporation, 295 Fifth Avenue, New 
York, N. Y., or any of the branch offices listed 
on the last page. We will be delighted to be 
of service to you. 



PARTIAL LIST t)F RECENT SLllAi\E-BLABII\ LI\I)LEUM INSTALLATIONS 



CALIFORNIA 

Los Angeles Post Office Bldg 40,000 yds. 

Los Angeles Board of Education. . .28,000 vds. 
Hollenbeck School, Los Angeles. . .10,000 yds. 
So. Calif. Tel. Co., Los Angeles. . . . 6,000 yds. 
American Bank Bldg., Los Angeles 4,000 yds. 
Dept. of Public Works, Sacramento 9,000 yds. 
McClatchy Sr. H. S., Sacramento. . 6,000 yds. 

Sacramento Jr. College 4,500 yds. 

City & County of San Francisco 

(Schools & Fire Stations) 10,000 vds. 

Los Angeles City Hall 32,000 yds. 

Los Angeles County Hospital 82,000 yds. 

Univ. of Cal., Los Angeles 22,000 yds. 

Palo Alto Hospital 5,000 yds. 

CONNECTICUT 

Norwich State Hospital 2,000 yds. 

Yale University, New Haven 18,000 yds. 

COLORADO 

Railway Exch. Bldg., Denver 3,500 yds. 

Ferguson Bldg., Denver 4,000 yds. 

DELAWARE 

DuPont Bldg., Wilmington 2,400 yds. 

DISTRICT OF I'lll II Mill V 

New Dept. of Interior Bldg 52,500 yds. 

Wardman Park Properties 6,000 yds. 

ILLINOIS 

Chicago Bd. of Education 5,000 yds. 

City Hall & County Bldg., Chicago 2,500 yds. 
Commonwealth Edison Bldg., 

Chicago 1,100 yds. 

U. S. Post Office, Chicago 800 yds. 

Bankers Bldg., Chicago 3,300 yds. 

Klee Bros. Clothing Co., Chicago. . 1,400 yds. 
Underwood, Elliott, Fisher Co., 

Chicago 1,400 yds. 

Electro Motive Corp., McCook 1,500 yds. 

U. S. Post Office, Chicago 6,000 yds. 

111. Bell Tel. Co., Chicago 15,000 yds. 

Merchandise Mart, Chicago 20,000 yds. 

Chicago Bd. of Education 4,500 vds. 

Grad. Bldg., Univ. of Chicago. . . . 2,000 yds. 
Northwestern Univ., Evanston. ... 3,100 yds. 

INDIANA 

Ind. Bell Tel. Co., Indianapolis. . . . 1,800 yds. 

Occidental Bldg., Indianapolis. . . . 1,200 yds. 

Veterans Adminis., Marion 1,586 yds. 

LOUISIANA 

Charity Hospital, New Orleans 32,000 yds. 

Nurses Home, New Orleans 5,000 yds. 

MARYLAND 

Nat'l Health Institute, Bethesda. . 4,900 yds. 
Marine Hospital, Baltimore 5,500 yds. 



MASSACHUSETTS 

Park Sq. Bldg., Boston 43,000 vds. 

First Nat'l Bank, Boston 22,500 yds. 

Mass. State Office Bldg., Boston ... 16,000 yds. 
Mass. Mutual Life Ins. Co., 

Springfield 26,000 yds. 

MICHIGAN 

Mich. State College, E. Lansing. . . 5,100 yds. 
Mt. Morris H. S., Mt. Morris 1,200 yds. 

MINNESOTA 

Sumner Project, PWA, Minneapolis 6,800 yds. 
MISSOURI 

City Hall, Kansas City 16,000 yds. 

Jackson County Court House, K. C. 12,000 yds. 



South west'n Bell Tel. Co., St. Louis 9,000 yds. 
NERRA8KA 

Municipal Univ. of Omaha, Omaha 7,500 yds. 
Nebraska State Capitol, Lincoln. . .10,000 yds. 

NEW JERSEY 

Stanley Holmes Housing Village, 

Atlantic City 2,900 yds. 

Linden Housing Project 3,000 yds. 

Passaic County Court House 15,000 yds. 

NEW YORK 

Larchmont Garden Apts., 

Mamaroneck 4,000 yds. 

Irving Trust Co., New York 5,000 yds. 

Loft Inc., New York 2,500 yds. 

WestinghouseElec.&Mfg. Co., N.Y. 5,000 yds. 
Equitable Office Bldg. Corp., N. Y. 10,000 yds. 

P.O.Grand Central Depot 8,000yds. 

Bd. of Foreign Missions, New York 2,300 vds. 
General Post Office, New York . . . .12,500 yds. 
Harlem Housing Project, New York 6,000 yds. 
Williamsburg Housing Project. . . .20,000 yds. 
U. S. Military Academy, West Point 1,400 vds. 

U. S. Post Office, Albany 6,225 yds. 

City Hall, Buffalo 40,000 yds. 

Pilgrim State Hospital, Brentwood 45,000 yds. 
American Smelting & Refining Co., 

New York 2,000 yds. 

Bond and Mortgage Co., New York 4,500 yds. 

Chase Nat'l Bank, New York 2,400 yds. 

Consolidated Gas Co., New York 100,000 yds. 
Hotel Waldorf-Astoria, New York. 12,000 yds. 
Metropolitan Life Ins. Co., N. Y. . .22,000 yds. 
N.Y.C.Dept.ofHealthBldg.,N.Y. 16,000 yds. 

R. K. O. Offices, New York 3,650 yds. 

Port of N.Y. Authority Bldg., N.Y. 6,000 yds. 
Presbyterian Hospital, New York. .60,000 yds. 
Socony-Vacuum Bldg., New York . 10,000 yds. 
Western Union Bldg., New York. .19,000 yds. 



SLOANE- 
BLABON 



OHIO 

Ohio Bell Tel. Co., Cleveland 1,300 yds. 

Welfare Federations Bldg., 

Cleveland 5,000 yds. 

OREGON 

Klamath Falls High School 1,500 yds. 

Pacific Tel. Bldg., Portland 7,000 yds. 

PENNSYLVANIA 

Bryn Mawr Col. Dormitory Bldg. 1,138 yds. 

Pa. State Sanitarium, Hamburg. . . . 4,100 yds. 

Finance Bldg., Harrisburg 18,600 vds. 

Senior H. S., Philadelphia 2,450 yds. 



Vocational Training School, Phila. 3,790 yds. 

Hill Creek Housing Project, Phila. 4,600 yds. 

Frankford Hospital, Philadelphia. . 1,241 yds. 
Western State Psychiatric Hospital, 



Pittsburgh 10,160 yds. 

U S. Post Office, Philadelphia 4,000 yds. 

Ben Franklin Hospital, Phila 14,000 yds. 

Women's Hospital, Philadelphia. . 4,500 yds. 
Koppers Bldg., Pittsburgh 20,000 yds. 

RHODE ISLAND 

Hope St. Sr. H. S., Providence. . . . 9,200 yds. 

Mt. Pleasant Sr. H. S., Providence. 8,600 yds. 

Windmill St. School, Providence. . 5,800 yds. 

TENNESSEE 

Third Nat'l Bank, Nashville 4,000 yds. 

TEXAS 

Southwestern Bell Tel. Co., Dallas 2,933 yds. 
Federal Office Bldg., Houston 5,000 yds. 

VIRGINIA 

Univ. of Virginia Library, 

Charlottesville 4,500 yds. 

WASHINGTON 

Buckley Custodian School, Buckley 2,500 yds. 

Lincoln Ele. School, Mt. Vernon. . 2,250 vds. 

Omak High School 1 ,000 yds. 

WISCONSIN 

Northwestern Life Ins. Co., 

Milwaukee 17,300 yds 

U. S. NAVY 

Aircraft Carrier Yorktown 10,500 yds. 

Aircraft Carrier Enterprise 10,500 yds. 

Aircraft Carrier No. 4 Ranger 10,500 yds. 

Cruiser Phoenix \ 

Cruiser Savannah > 12,000 yds. 

Cruiser Nashville) 

Cruiser Boise 3,500 yds. 

Cruiser St. Louis 3,500 yds. 

Cruiser Tuscaloosa 5,000 yds. 



mi 
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SLOANE-BLABON D1STBIBUTOI1S and WABEHOUSE LOCATIONS 



ALABAMA 
Birmingham 

Birmingham Woodenware Co. 

ARIZONA 
Phoenix 

Albert Mathias & Co. 

CALIFORNIA 
Los Angeles 

Century Floor Coverings 

Karl Sapper & Sons 
San Francisco 

California Shade Cloth Co. 

Sloane-Blabon Warehouse 

COLORADO 

Denver 

Morey Mercantile Co. 
Grand Junction 

Salt Lake Hardware Co. 
Pueblo 

Morey Mercantile Co. 

CONNECTICUT 
Hartford 

New England Floor Cov. Co., Inc. 
New Haven 

New England Floor Cov. Co., Inc. 

FLORIDA 

Jacksonville 

Peaslee-Gaulbert Corp. 
Miami 

Peaslee-Gaulbert Corp. 

GEORGIA 
Atlanta 

Cowan-Boze Co., Inc. 
King Hardware Co. 
Gainesville 

Hosch Bros. Co. 

IDAHO 

Boise 

Salt Lake Hardware Co. 
Pocatello 

Salt Lake Hardware Co. 

ILLINOIS 
Chicago 

American Shade Cloth Co. 
Strauss-Rose Carpet Corp. 
Western Floor Coverings, Inc. 
Sloane-Blabon Warehouse 

INDIANA 
Indianapolis 

Kiefer-Stewart Co. 
Terre Haute 

Levin Brothers 

IOWA 

Des Moines 

Negbaur & Sons 
Sioux City 

C. T. Hopper Furniture Co. 

KANSAS 
Atchison 

Blish, Mize & Silliman Hardware Co. 
Wichita 

Negbaur & Sons 

KENTUCKY 
Buffalo 

E. S. Ferrill & Son 
Henderson 

Lambert-Grisham Hardware Co. 



KENTUCKY— Continued 
Louisville 

The Irvin Kahn Co. 

Paducah 

M. Livingston & Co. 
Paintsville 

Big Sandy Hardware Co. 

LOUISIANA 
New Orleans 

Jaubert Brothers, Inc. 

MAINE 
Portland 

Sawyer Barker Co. 

MARYLAND 
Baltimore 

Armon & Co. 

Strauss Brothers, Inc. 
Easton 

Easton Wholesale Grocery Co. 
Hagerstown 

J. W. Myers & Co., Inc. 

MASSACHUSETTS 
Boston 

Abrams Bros. 

John H. Pray & Sons 

Prescott & Co., 

MICHIGAN 
Detroit 

Buhl Sons Co. 

Edson, Moore & Co. 
Grand Rapids 

Buhl Sons Co. 

C. J. Farley & Co. 

MINNESOTA 
Minneapolis 

Janney, Semple, Hill & Co. 
Nathan Pliam Wholesale Co. 

MISSISSIPPI 
Greenville 

Henderson & Baird Hardware Co. 

Greenwood 

Henderson & Baird Hardware Co. 

MISSOURI 
Kansas City 

Negbaur & Sons 

St. Louis 

Midwest Linoleum & Rug Co. 

MONTANA 
Great Falls 

Great Falls Paper Co. 

NEBRASKA 
Omaha 

Mackin Sales Co. 
Paxton & Gallagher Co. 

NEW JERSEY 
Trenton 

United Tire Stores Co. (Fineburg's) 

NEW MEXICO 
Albuquerque 
J. Korber & Co. 

NEW YORK 
Buffalo 

Joseph J. Weber 



NEW YORK— Continued 
New York 

Progressive Rug & Linoleum Co. 

Stitt & Howell, Inc. 

Trorlicht-Duncker Carpet Co. 
Pittsburgh 

A. H. Marshall Co., Inc. 
Rochester 

Ailing-Cory Company 
Schenectady 

Empire Floor Covering Co. 
Utica 

Utica Plumbing Supply Co. 

NORTH CAROLINA 
Charlotte 

Williams & Shelton Co. 
High Point 

Williams & Shelton Co. 
Magnolia 

J. A. Smith & Co. 

NORTH DAKOTA 
Fargo 

Smith Follett & Crowl Co. 

OHIO 

Cincinnati 

J. H. Hibben D. G. Co. 

Schuster Electric Co. 
Cleveland 

The Robert Levin Carpet Co. 

Joseph J. Weber 
Columbus 

Tracy Wells Co. 
Toledo 

Buhl Sons Co. 

OKLAHOMA 
Oklahoma City 
Negbaur & Sons 

OREGON 
Portland 

Northwest Floor Coverings,! nc. 

PENNSYLVANIA 
Allentown 

Armon & Co. 
Altoona 

Blair Floor Products Co. 

(Samuel Beerman) 
Danville 

W. W. Welliver Hardware Co. 

Erie 

Joseph J. Weber 
Harrisburg 

Armon & Co. 
Johnstown 

Johnstown Dry Goods Co. 
Philadelphia 

Armon & Co. 

S. Kramer & Co. 

Savage & Kirsh 

Tinkler & Company 
Pittsburgh 

Baiter Paper Co. 
Wilkes-Barre 

Armon & Co. 

c/o Wilkes-Barre Storage Co. 
York 

York Paint & Hardware Co. 



RHODE ISLAND 

Providence 

B. Alfred Fain 

SOUTH CAROLINA 
Columbia 

Williams & Shelton Co. 
Spartansburg 

Cooper Furniture Co. 

TENNESSEE 
Chattanooga 

Archer Paper Co. 
Knoxville 

Sterchi Brothers Stores, Inc. 
Nashville 

Renard Linoleum & Rug Co. 

TEXAS 

Beaumont 

Tyrrell Hardware Co. 
Corpus Christi 

Straus-Frank Co. 
Dallas 

Radio City Distributing Co. 

El Paso 

Albert Mathias & Company 

Fort Worth 

Fakes & Co. 
Houston 

Readers Wholesale Distributors 
Lubbock 

Wm. Cameron & Co., Inc., Wholesale 

San Antonio 

Straus-Frank Co. 
Texarkana 

Wm. Cameron & Co., Inc., Wholesale 

UTAH 

Salt Lake City 

Salt Lake Hardware Co. 

VIRGINIA 
Norfolk 

J. J. Haines & Co. 
Richmond 

J. J. Haines & Co. 
Roanoke 

Williams & Shelton Co. 

WASHINGTON 
Seattle 

Northwest Floor Coverings, inc. 
Spokane 

Northwest Floor Coverings, Inc. 

WEST VIRGINIA 
Beckley 

Raleigh Hardware Co. 
Charleston 

Eskew, Smith & Cannon 
Parkersburg 

H. P. Dils & Son Co. 
Wheeling 

John S. Naylor Co. 

WISCONSIN 
Madison 

Wisco Hardware Co. 
Milwaukee 

Morley-Murphy Company 



SLOANE-BLABON CORPORATION 

Trenton, N. J. • Philadelphia, Pa. 

W. &• J. SLOANE 

Selling Agents 
295 FIFTH AVENUE, NEW YORK 



ATLANTA 
313 Connolly Bldg. 
BOSTON 
Harvey Bldg. 
52 Chauncy St. 

CHICAGO 
Merchandise Mart 
222 North Bank Drive 



COLUMBUS, OHIO 
41 West Spring Street 

DALLAS 
Melba Theatre Bldg. 
DENVER 
1130 16th Street 
DETROIT 
624 Book Building 



SALES OFFICES; 

KANSAS CITY, MO. 
1523 Grand Avenue 

LOS ANGELES 
Furniture Mart 
2155 E. 7th Street 

PHILADELPHIA 
Public Ledger Building 



PITTSBURGH 
934 Penn Avenue 
PORTLAND, ORE. 
415 N. W. Couch Street 
SALT LAKE CITY, UTAH 
105 North Third West Street 

ST. LOUIS 
1700 Washington Avenue 



SAN FRANCISCO 
Western Furn. Exchange an 
Merchandise Mart 
1355 Market Street 

SEATTLE 
2030 Westlake Avenue 



